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VALSTEAM ADCA We reserve the right to change the design and material of this product without notice. 

 IS TR25.30 E 08.09 

TEMPERATURE REGULATORS 
SELF ACTING, NON BALANCED, SIMPLE SEAT 

TR25S forged steel valves & T series thermostats 

INSTALLATION: 
Horizontal installation with the thermostat in the vertical position, in order to reduce wear. In case of valve 
temperatures up to 150 ºC, the thermostat may be fitted below or above the valve. In case of valve temperatures 
between 150 and 250 ºC a cooling unit type K1 has to be applied with connection downwards. An “Y” strainer should 
be installed upstream the valve. See IMI – Installation and maintenance instructions.

DESCRIPTION 
The TR25 valves series were designed for direct acting 
temperature control systems where the valve closes on 
temperature rising. They are single seated, in order to 
ensure an excellent tightness and are intended to be 
coupled with the thermostat models T.205 and T.405. The 
liquid filling the thermostat expands when the temperature 
levels of the fluid being heated rise, closing the valve. 
These valves are used for controlling the temperature in 
central heating systems, district heating systems and 
industrial plants. 

MAIN FEATURES  
Single seated, two way, direct action valve. 
Leakage less than 0,05% of full Kv. 
Built-in strainer. 

OPTIONS: 

USE: 

AVAILABLE 
MODELS: 

SIZES: 

CONNECTIONS: 
CONTROL 
MODE: 

THERMOSTATS: 

THERMOSTAT 
RANGES: 

CAPILLARY 
LENGHTS: 
HOW TO 
SELECT: 

VALVE LIMITING 
CONDITIONS:  

COOLING 
UNITS: 

Valves for cooling applications. 

Saturated and superheated steam. 
Hot and superheated water. 

TR25S - Steel construction valve body 

1/2” to 1”. 

Female screwed ISO 7/1 Rp (BS 21). 

Proportional. 

T.205 - 200N (max. closing force).
T.405 - 400N (max. closing force).

T.205 - 0-60 ºC; 30-90 ºC and 60-120 ºC.
T.405 - 0-120 ºC; 40-160 ºC.

3 m as standard. 

Never size the valve according to the pipe 
diameter in which it has to be fitted but 
according to the required actual flow of steam 
or water. Refer to valve calculation data 
sheet or consult the factory. 

Body design conditions: PN40; 
40 bar at 120ºC; 
24 bar at 350 ºC; 
Min. working temperature: -10ºC. 

A cooling unit protects the stuffing box of the 
thermostat. Type K1 is recommended at 
valve temperatures between 150 and 250 ºC. 
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PROPORTIONAL BAND 
The proportional band is the temperature change required for the valve to move from fully open to fully closed. It depends on the 
valve stroke and on the thermostat movement per ºC, and is calculated as follows: 

Proportional band:     Valve stroke (mm)__ 
     Thermostat mov. (mm/ºC) 

Thermostat movement in mm per ºC: 
T.205 and T.405: 0,5 mm / ºC
A proportional band in the range 8-13ºC is suitable for most applications. A smaller proportional band is not ideal when heat loads
vary rapidly.

SPECIFICATIONS 

TYPE 
Connect. 

DN 
Opening 
Ø (mm)

Kvs 
(m3/h) 

Valve 
stroke 

TR25 – 15/4 15 4 0,2 6 

TR25 –15/6 15 6 0,45 6 

TR25 –15/9 15 9 0,95 6 

TR25 – 15/12 15 12 1,7 6 

TR25 – 15 15 15 2,75 6 

TR25 – 20/9 20 9 0,95 6,5 

TR25 – 20/15 20 15 2,75 6,5 

TR25 – 20/20 20 20 5 6,5 

TR25 – 25/20 25 20 5 7 

MAX. PERMISSIBLE DIF. 
PRESSURES 

WITH T.205 THERMOSTAT 

PRESS. 
(bar) 

VALVE 
SIZE 
(DN) 

SEAT Ø 
(mm) 

21 15 4 and 6 

13 15 9 

9,3 15 12 

5,3 15 15 

5,3 20 15 

2,9 20 20 

2,9 25 20 

MAX. PERMISSIBLE DIF. PRESSURES 

WITH T.405 THERMOSTAT 

PRESSURE 
(bar) 

VALVE 
 SIZE 
 (DN) 

SEAT Ø 
(mm) 

40 15 4 and 6 

38 15 9 

24 15 12 

15 15 15 

15 20 15 

9 20 20 

9 25 20 

DIMENSIONS – THERMOSTAT (mm) 

TYPE A B C E 
WGT. 
(kg) 

T.205 305 405 210 22 1,8 

T.405 385 525 390 22 2,6 

DIMENSIONS – VALVE BODY (mm) 

SIZE A B C F 
WGT. 
(kg) 

1/2” 90 40 70 50 1,2 

3/4” 90 40 70 50 1,2 

* 3/4” 100 45 75 55 1,6 

1” 100 45 75 55 1,6 

* TR25 – 20/20 model only.
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MATERIALS 

POS. 
Nº 

DESIGNATION MATERIAL 

1 Body P250GH / 1.0460 

2 Bonnet CK45 / 1.1191 

3 * Gasket St. steel / Graphite 

4 * Valve plug AISI 316 / 1.4401 

5 Seat AISI 316 / 1.4401

6 * Spring AISI 302 / 1.4300 

7 Cap CK45 / 1.1191 

8 * Strainer screen AISI 304 / 1.4301 

9 * Cap gasket St. steel / Graphite 

* Available spare parts.

COOLING UNITS K1 

The cooling units are used in connection with control 
valves and thermostats to protect the stuffing box. At 
valve temperatures between 150 ºC and 250 ºC a 
cooling unit of type K1 connected downwards should 
be applied. 
For higher temperatures as well as for all hot oil 
systems please consult. 

POCKET DIMENSIONS (mm) 

TYPE D H L S R 

PK2 25 9 218 36 1” 

PK4 25 10 390 45 11/4” 

SENSOR POCKETS PK 

Sensor pockets made of stainless steel can be supplied 
to all TR series self-acting thermostats with rod 
sensors. They are used where it is impossible to empty 
the system or the tank. 
The use of sensor pockets implies delay of heat 
transfer to the rod sensors and thus a longer reaction 
time for the controllers. This is, to some extent, 
counteracted by filling up the sensor pockets with paste 
or oil. 

INSTALLATION 

The installation site for the sensor pocket is arbitrary 
when paste is applied. When oil is used, the sensor 
pocket must point at least slightly downwards. 

MATERIAL 

Stainless steel 1.4436 

LIMITING CONDITIONS 

40 bar at 120 ºC; 
24 bar at 350 ºC. 



Тольятти (8482)63-91-07
Томск (3822)98-41-53
Тула (4872)33-79-87
Тюмень (3452)66-21-18
Ульяновск (8422)24-23-59
Улан-Удэ (3012)59-97-51
Уфа (347)229-48-12
Хабаровск (4212)92-98-04
Чебоксары (8352)28-53-07
Челябинск (351)202-03-61
Череповец (8202)49-02-64
Чита (3022)38-34-83
Якутск (4112)23-90-97
Ярославль (4852)69-52-93

Алматы (7273)495-231
Ангарск (3955)60-70-56
Архангельск (8182)63-90-72
Астрахань (8512)99-46-04
Барнаул (3852)73-04-60
Белгород (4722)40-23-64
Благовещенск (4162)22-76-07
Брянск (4832)59-03-52
Владивосток (423)249-28-31
Владикавказ (8672)28-90-48
Владимир (4922)49-43-18
Волгоград (844)278-03-48
Вологда (8172)26-41-59
Воронеж (473)204-51-73
Екатеринбург (343)384-55-89

Магнитогорск (3519)55-03-13
Москва (495)268-04-70
Мурманск (8152)59-64-93
Набережные Челны (8552)20-53-41
Нижний Новгород (831)429-08-12
Новокузнецк (3843)20-46-81
Ноябрьск (3496)41-32-12
Новосибирск (383)227-86-73
Омск (3812)21-46-40
Орел (4862)44-53-42
Оренбург (3532)37-68-04
Пенза (8412)22-31-16
Петрозаводск (8142)55-98-37
Псков (8112)59-10-37
Пермь (342)205-81-47

Ростов-на-Дону (863)308-18-15
Рязань (4912)46-61-64
Самара (846)206-03-16
Санкт-Петербург (812)309-46-40
Саратов (845)249-38-78
Севастополь (8692)22-31-93
Саранск (8342)22-96-24
Симферополь (3652)67-13-56
Смоленск (4812)29-41-54
Сочи (862)225-72-31
Ставрополь (8652)20-65-13
Сургут (3462)77-98-35
Сыктывкар (8212)25-95-17
Тамбов (4752)50-40-97
Тверь (4822)63-31-35

Иваново (4932)77-34-06
Ижевск (3412)26-03-58
Иркутск (395)279-98-46
Казань (843)206-01-48
Калининград (4012)72-03-81
Калуга (4842)92-23-67
Кемерово (3842)65-04-62
Киров (8332)68-02-04
Коломна (4966)23-41-49
Кострома (4942)77-07-48
Краснодар (861)203-40-90
Красноярск (391)204-63-61
Курск (4712)77-13-04
Курган (3522)50-90-47
Липецк (4742)52-20-81

Россия +7(495)268-04-70      Казахстан +7(7172)727-132      Киргизия +996(312)96-26-47   

https://adca.nt-rt.ru/ || acd@nt-rt.ru

Режим работы 

Размер частиц 

Концентрация частиц 

Ти п частиц 

Расход воздуха 

paC:XQII.O с!ер С 

pemyлrrpye tюt 

иrольчап.ам аnан !>1 

~уфельная печь 

Максимальное давление 

Габаритные размеры 

Масса 

Питание 

rты 1 rrель 

МКОСТЬ р ПЬШIП'СJIЯ 

с раствором 1U111 сусnензн и 

распылитель с двухпоточной и нжекционной насадкой и отражателем . 

0.2 - 0.3 мкм 

Жидкие частицы : DES (нетоксичный) , DOP, РАО, парафин 

Твердые частицы : PSL - латекс, NaCI, другие солевые растворы 

1.0 - 4.2 л/мин 

10 кПа (О , 1 бар) 

(280 х 200 х 175) мм 

4,5 кг 

12 В от блока п итания (стандартный евроадаптер ) 
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